
ISDN EPBX TRAINER

1. Power Supply : 230 VAC Adaptor  - Output: 9 VDC, 600mA

2. U Interface : RJ-45, 8-pin modular jack

3. U Interface protocol : 2B1Q (2 Binary 1 Quaternary)

4. S/T Interface : RJ-45, 8-pin modular jack

5. S/T Interface protocol : ASI (Alternate Space Inversion)

6. Maximum cable drop : 1600 meters (U Interface), 100 meters (S/T interface)

7. RS-232 Interface : DB-9 Female

8. ISDN Lines :   2 Nos.

This trainers provides training of hardware and software theory of ISDN EPBX.

 MODEL ISEPBX100

SPECIFICATIONS

In keeping view of SIGMA policy of continuous development and improvement, the Specifications may be changed 
without prior notice or obligation.

Phone(O): +91-79-26852427/ 26850829

Phone(F): +91-79-26767512/ 26767648

Fax : +91-79-26840290/ 26840290

Mobile : +91-9824001168

Email : sales@sigmatrainers.com

           : sigmatrainers@sify.com
Web      : www.sigmatrainers.com

Sigma Trainers and Kits
E-113, Jai Ambe Nagar, 

Near Udgam School, 

Thaltej,
AHMEDABAD - 380054.

INDIA.

Dealer:-


	Page 1

